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Electronic Release Bottle System (ERBS)

The Electronic Release Bottle System has been designed to support the survey activities of the
Environmental and Oceanographic industries. It enables samples to be taken at defined depths by activating
each of three bottles via the electronic Control Unit. The ERBS is fitted with a depth sensor that has an
accuracy of +/- 0.25% and is capable of operating at depths of up to 50 meters.

The ERBS is supplied with 50 meters of cable, depth and
temperature sensors with readouts fitted as standard. As an
optional extra, a Back Scatter Gauge with a readout mounted in

the Control Unit is available.

Specification

Sub Sea Unit
Height
Diameter
Weight
Bottle Capacity
Maximum Operational Depth
Operating Voltage
Temperature Reading
Temperature Resolution
Depth Reading
Depth Resolution
Depth Accuracy

Manufactured from;
Protection Frame
Bottles & Motor Housing

870mm

350mm

13Kg (Weight in Air)
0.75 Ltrs (per bottle)
50M (4.9 bar)

12v DC from Control Unit
-15to 99 Degrees C

0.1 Degrees C

0- 60M

0.1M

+/-0.25 %( at max depth)

316 Stainless Steel
PVC

Control Unit

Height
Depth
Length
Weight
Display
IP Rating
Battery

Mains Charger
Calibration

Option

50 meters of cable
Operating Instructions

140mm (including lid)

230mm (including connectors)
380mm

4Kg

LCD Displays

IP67

12v

The ERBS is supplied with:-

Back Scatter Gauge fitted in Subsea unit with readout on the Control Unit.
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